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LED Glip Light
110V

SAFETY PRECAUTIONS

Specifications O@

It is important to read these instructions
fully before using the light. Voltage: nov
Max Current: 0.4A

B Do not use the lamp in the immediate Power Factor: 0.95

vicinty of inflammable materials or gases. LED Power: 20 watt
n Oply use the accessories included Lumen Output: 4000 Lumens

with the product.
m Keep the lamp out of reach of Beam .Angle. 120 degrees ) )

unauthorised persons, especially children. IP Rating: IP65 (Water and dust ingress protection)
= Do not point the light directly in your own Lens Material: Polycarbonate

or any other person’s or animal’s eyes. Cable Length: 5M (1.00mm?2)
m Always check the mains cable before Colour Temperature: 6500K

you use the lamp. LED Type: SMD
m [f the supply cord is damaged, it must _—

be replaced by a qualified person to Weight: 2.3%kg

avoid hazard. Overall Size: 180 x 102 x 286mm

\. J

NOTE ( )
1. This manual is subject to change

without notice. DISPOSAL
2. Faithfull tools take no responsibility for Please do not dispose of this product in

any personal injury, loss or damage caused the household waste bin, but check with

by the impropriate or misuse of this product. your local council for recycling facilities

in your area.

3. The contents of this manual cannot be used o Y

as the reason to use the meter for any other

special application. \. J

Every Faithfull electrical product is guaranteed for a period of one year, subject to the same exceptions as mentioned
above. In the case of electrical products used for hire, the guarantree period is restricted to three months.

UK: 3 White Lodge Bus. Est,

Hall Rd, Norwich, Norfolk, ' f o
NR4 6DG, United Kingdom.

EU: C24 Magna Drive,
Magna Business Park,

Citywest Rd, Dublin 24, C n * www.faithfulltools.com |
D24 FNYO, Ireland.




